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DESCRIPTION
Portor’s MC Series whips are pre-assembled and constructed of a flexible steel that is 6ft. in length and 
consists of 5 or 6 wires. The standard 3/8” flexible metal conduit includes 6” wire ends and die cast screw in 
connectors for a solid connection. The whip utilizes color coded wiring for quick and easy installations on site 
which results in fewer mishaps. Color coded wiring are to be used in fixtures as follows: power and lighting 
wires (green, black, white) and ballast / fixture controls (purple, gray). Portor MC series whips are UL listed 
and comply with all 2017 NEC, 348 guidelines.

• Fully Assembled Whips
• 18 AWG
• 5 Wire Series / 6 Wire Series
• 6-ft in Length
• Flexible 3/8” Metal Conduit
• Works with Solid or Stranded Wires
• 6” Wire Leads
• AWM Style 1569 wire

PACKAGING INFORMATION  (5-WIRE)
N.W. : 1.26 lb/pcs (0.57kg/pcs)
  37.5 lbs/carton (17 kgs/carton)
G.W. : 39.2 lbs/carton (17.8 kgs/carton)
QTY : 30pcs

PACKAGING INFORMATION (6-WIRE) 
N.W. : 1.3 lb/pcs (0.59 kg/pcs)
  39.1 lbs/carton (17.75 kgs/carton)
G.W. : 40.9lbs./carton (18.55 kgs/carton)
QTY : 30pcs

COMMONLY USED FOR FLUORESCENT, LED LAY-IN FIXTURES  AND 
INCANDESCENT FIXTURES, INSTALLED IN COMPLIANCE WITH THE NEC.

CON-90
90º adapter for use 
with MC product line

SN-HD
Snap-in head adapter

MC
Metal Cable

5W / 6W
5 or 6 - Wire series

SC
Screw-in type

SN-HD
Snap-in head type

6F
6-feet long

M C  -  (5W)(6W) -  S C  -  6 F

SOLD SEPARATELY or FACTORY INSTALLED

ORDERING INFORMATION

Snap-in head type adapter 
for easy field installation.

The CON-90 fits into 
any standard size junction 
box, secured by a screw-in 
washer (washer included).

The flexi metal cable plus the CON-90 makes 
installation safe and secure.

Shown in 5-wire


