


INSTALLATION

INSTRUCTIONS

PT-EXL SERIES

(PT-EXL-C-S-SAL)

G HT

a PORTOR INDUSTRY brand

INSTALLATION (CONTINUATION)

DORTGR

OPERATION (BATTERY BACKUP):

1. Apply AC power to the unit. Connect the battery to the PCB, the LED indicator will be RED.
2. After the battery has been left to charge for 24 hours, test the unit by pushing the switch. The LED indicator turns OFF and the LED board stays ON.
3. When the switch is released, the LED indicator turns back to RED and LED board stays ON.

MAINTENANCE

CAUTION

ALWAYS TURN OFF AC POWER TO THE EQUIPMENT BEFORE SERVICING. SERVICING SHOULD BE PERFORMED BY A QUALIFIED SERVICE TECHNICIAN. USE ONLY MANUFACTURER
SUPPLIED REPLACEMENTS PARTS.

BATTERY

THE BATTERY SUPPLIED WITH THE EL MODEL REQUIRES NO MAINTENANCE. HOWEVER, IT SHOULD BE TESTED PERIODICALLY AND REPLACED WHEN IT NO LONGER OPERATES THE
CONNECTED SIGN FOR THE DURATION OF A 30-SECOND OR 90-MINUTE TEST. THE BATTERY SUPPLIED IN THIS SIGN HAS A TYPICAL LIFE OF 5 YEARS WHEN USED IN A NORMAL
AMBIENT TEMPERATURE OF 72° F.

LED STATUS INDICATOR KEY AND TROUBLESHOOTING

VISUAL STATUS INDICATION TROUBLE SHOOTING/ACTIONS TO TAKE

UNLIT 1. Battery connection is not made. 1. Make connection; or if battery is connected, disconnect battery for eight
2. Battery has been diagnosed as dead or defective after 24 hours of seconds and then reconnect.

continuous charging with AC power supplied. 2. Replace the battery.

3. AC power has not been supplied. 3. Supply AC power.

RED Battery is connected, AC power has been supplied and fixture is in charging | This is the normal state. No action required.
state.
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